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Pre-Engineered 
Barrier Systems

•    Safety Barrier

•    Wingwall Barrier

•    Balustrade Barrier

•    Velocity Shared Path Barrier

•    Disability Access

•    AS5100 Barrier

Facades & 
Screening Media

•    Architectural Facades

•    Anti Throw Screens

•    Anti Climb Screens

•    Perforation

•    Pic-Perf

Widest Product offering in Market 
Pedestrian and Shared Path applications; 
Bridges, Footbridges and Public Access

Experienced design team who 
can assist in the selection and 
application of product to ensure 
industry conformance



Design & Drafting 
Our design team have years of active experience in 
supplying projects, and can help guide our customers 
through product selection, correct application, 
conformance and engineering specific to the Shared 
Path sector.

•    3D Modelling

•    Concept & FFA Testing

•    Conformance Audit & Guidance

•    Project experience to guide Value Engineering  
      solutions

•    Installation Instructions & Cast In Ferrule Layouts
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NOTES:
 
1. CUSTOMER TO NOMINATE PREFFERED FOOTING / FIXING (IN GROUND, PLATFORM & SIDE MOUNT).
2. CUSTOMER TO NOMINATE PREFFERED RAIL SIZE - 32NB STANDARD SYSTEM OR 40NB HEAVY 

SYSTEM.
3. PROTECTION TREATMENT AND PAINT SYSTEMS TO BE IN ACCORDANCE WITH CLIENT 

REQUIREMENTS.
4. ALL POSTS TO BE 40NB (48.3 OD, 3.2 THICK) GALVANISED STEEL TUBE.
5. ALL HORIZONTAL RAILS TO BE ROLLED TO MATCH SHAPE OF PATH IF RADIUS IS LESS THAN 14m. 
6. BARRIER DESIGNED TO MEET RECOMMENDATIONS FOR SHARED PATH BARRIER AS OUTLINED IN 

AUSTROADS GUIDE TO ROAD DESIGN PART 6A - PATHS FOR WALKING AND CYCLING.
7. STANDARD MONOWILLS LINK VELOCITY FULL BARRIER DESIGNED TO MEET BARRIER TYPE C3 

AS/NZS 1170.1:2002 (R2016) 
8. BARRIER DESIGNED TO MEET NCC 2016 BCA BARRIER REQUIRMENTS TO PREVENT FALLS
9. ALL WELDS TO BE 4MM C.F.W. (CONTINUOUS FILLET WELDS) TO AS/NZS 1554.1.
10. PREFERRED COLD GALVANISING TREATMENT FOR IN-SITU WELDS, CUT ENDS OR OTHER BARE 

STEEL TO BE IN ACCORDANCE WITH AS/NZS 4680:2006 CLAUSE 8 REPAIR PROCEDURE. 
11. ALL CONCRETE TO BE GRADE N25 OR AS CLIENT SPECIFIED.
12. POSTS INSTALLED IN EXISTING BRIDGE/CULVERT CONCRETE TO BE GROUTED INTO Ø90mm HOLE 

WITH 1:3 CEMENT MORTAR BY VOLUME AFTER THEY HAVE BEEN CAREFULLY ALIGNED. 
13. THESE FENCES ARE INTENDED AS A PEDESTRIAN BARRIER AND ARE NOT TO BE USED IN 

SITUATIONS WHERE MOTOR VEHICLES REQUIRE RESTRAINT.
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DRAWING DISCLAIMER:
WEBFORGE PROVIDES THE INFORMATION CONTAINED IN THIS DRAWING AS A GUIDE FOR YOUR INFORMATION ONLY. WEBFORGE HAS
TAKEN REASONABLE CARE TO ENSURE THE ACCURACY OF THE INFORMATION AT THE TIME OF PRODUCTION. WEBFORGE EXPRESSLY
DISCLAIMS ALL LIABILITY WHATSOEVER FOR (INCLUDING ANY DIRECT OR INDIRECT LOSS OR DAMAGE, COSTS OR EXPENSES HOWSOEVER
INCURRED BY ANY PERSON) RELIANCE ON THE WHOLE OR ANY PART OF THE INFORMATION CONTAINED IN OR OMITTED FROM THIS
DRAWING. WEBFORGE RESERVES THE RIGHT TO MAKE TECHNICAL CHANGES WITHOUT NOTICE.
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Grand Pacific Walk
Wollongong Council, NSW
Velocity Full Barrier System

From pre-engineered spec 
sheets to delivery.

Let Webforge Locker 
simplify your projects



Why Use a 
Webforge Locker 
Specification Sheet
Choosing the right barrier for your project and 
application can be a complicated process. 

The selected barrier must meet various dimensional, 
functional, and load requirements, often in accordance 
with multiple Australian / New Zealand standards. 
To simplify this process, we offer a range of pre-
engineered barrier systems that can help ensure 
compliance.

Shared Path, 3 Rail - Velocity 3 Rail system
Shared Path
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1 NOTE 1 REVISED 17/06/21 AJM
0 ISSUED FOR PUBLICATION 25/11/20 AJM

REV DESCRIPTION DATE DRAWN

DRAWING DISCLAIMER:
WEBFORGE PROVIDES THE INFORMATION CONTAINED IN THIS DRAWING AS A GUIDE FOR YOUR INFORMATION ONLY. WEBFORGE HAS
TAKEN REASONABLE CARE TO ENSURE THE ACCURACY OF THE INFORMATION AT THE TIME OF PRODUCTION. WEBFORGE EXPRESSLY
DISCLAIMS ALL LIABILITY WHATSOEVER FOR (INCLUDING ANY DIRECT OR INDIRECT LOSS OR DAMAGE, COSTS OR EXPENSES HOWSOEVER
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NOTES:
1. MONOWILLS LINK AS5100 BARRIER IS DESIGNED TO MEET THE STATIC LOAD & DEFLECTION REQUIREMENTS OF PEDESTRIAN BARRIERS AS/NZS 5100.2-2017 

CLAUSE 12.5 & NZTA BRIDGE MANUAL CLAUSE B6.4, WHEN MANUFACTURED IN ACCORDANCE TO WEBFORGE MANUFACTURING PROCEDURE. NZL PS1 AVAILABLE ON
REQUEST.

2. WHERE THE AUTHORITY REQUIRES PEDESTRIAN BARRIERS TO RESTRAIN CROWDS OR PEDESTRIANS UNDER PANIC CONDITIONS AND/OR NZTA, THE MONOWILLS 
LINK AS5100 BARRIER CAN BE ADJUSTED TO MEET HIGHER LOADS UNDER WEBFORGE REVIEW AND INSTRUCTION - REFER OPTIONAL INTERMEDIATE SUPPORT 

3. MONOWILLS LINK AS5100 BARRIER IS DESIGNED TO MEET THE DIMENSIONAL AND FUNCTIONAL REQUIREMENTS OF THE FOLLOWING STANDARDS WHEN 
SPECIFIED: 

 a. VELOCITY RAIL - AS PER SHARED PATH RECOMMENDATIONS PUBLISHED IN AUSTROADS - GUIDE TO ROAD DESIGN PART 6A
b. BALUSTRADE - AS PER DIMENSIONAL REQUIREMENTS FOR ANTI-CLIMB AND FALL FROM HEIGHT PROTECTION IN NCC VOLUME 2
c. HANDRAIL - AS PER DIMENSIONAL REQUIREMENTS INCLUDING FUNCTIONAL CLEAR HAND ACCESS AS OUTLINED IN AS/NZS 1428.1-2009

 4.     MONOWILLS LINK AS5100 BARRIER IS SUPPLIED IN HDG MILD STEEL. VELOCITY PIPE, HANDRAIL PIPE & KICKPLATE CAN BE UPGRADED TO
        STAINLESS STEEL ON REQUEST. 
5.     CUSTOMER TO NOMINATE PREFERRED FOOTING / FIXING (PLATFORM MOUNT / SIDE MOUNT)
6.     PROTECTION TREATMENT AND PAINT SYSTEMS TO BE IN ACCORDANCE WITH CLIENT REQUIREMENTS
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REV DESCRIPTION DATE DRAWN

NOTES:
 
1. CUSTOMER TO NOMINATE PREFERRED FOOTING / FIXING (IN GROUND, PLATFORM & SIDE MOUNT).
2. ALL POSTS TO BE 40NB (48.3 OD, 3.2 THICK) GALVANISED STEEL TUBE.
3. BARRIER DESIGNED TO MEET BARRIER TYPE C3 AS/NZL 1170:2002 (R2016) & AS/NZL 1657.2018.
4. WHEN MEASURING, CLIENT TO PROVIDE PHYSICAL LENGTH AND ANGLE OF THE WING WALL TOP 

SURFACE. IF TRANSITION ANGLE IS NOT CLEAR ON PROJECT DRAWINGS, CLOSURE BENDS AT 
TRANSITION ANGLE CAN BE USED. REFER DETAIL 1.

5. PREFERRED COLD GALVANISING TREATMENT FOR IN-SITU WELDS, CUT ENDS OR OTHER BARE 
STEEL TO BE IN ACCORDANCE WITH AS/NZS 4680:2006 CLAUSE 8 REPAIR PROCEDURE. 

6. PROTECTION TREATMENT AND PAINT SYSTEMS TO BE IN ACCORDANCE WITH CLIENT 
REQUIREMENTS.

7. ALL CONCRETE TO BE GRADE N25 OR AS CLIENT SPECIFIED.
8. POSTS INSTALLED IN EXISTING CONCRETE TO BE GROUTED INTO Ø90mm HOLE WITH 1:3 CEMENT 

MORTAR BY VOLUME AFTER THEY HAVE BEEN CAREFULLY ALIGNED. 
9. THESE FENCES ARE INTENDED AS A PEDESTRIAN BARRIER AND ARE NOT TO BE USED IN 

SITUATIONS WHERE MOTOR VEHICLES REQUIRE RESTRAINT.

DRAWING DISCLAIMER:
WEBFORGE PROVIDES THE INFORMATION CONTAINED IN THIS DRAWING AS A GUIDE FOR YOUR INFORMATION ONLY. WEBFORGE HAS
TAKEN REASONABLE CARE TO ENSURE THE ACCURACY OF THE INFORMATION AT THE TIME OF PRODUCTION. WEBFORGE EXPRESSLY
DISCLAIMS ALL LIABILITY WHATSOEVER FOR (INCLUDING ANY DIRECT OR INDIRECT LOSS OR DAMAGE, COSTS OR EXPENSES HOWSOEVER
INCURRED BY ANY PERSON) RELIANCE ON THE WHOLE OR ANY PART OF THE INFORMATION CONTAINED IN OR OMITTED FROM THIS
DRAWING. WEBFORGE RESERVES THE RIGHT TO MAKE TECHNICAL CHANGES WITHOUT NOTICE.
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DRAWING DISCLAIMER:
WEBFORGE PROVIDES THE INFORMATION CONTAINED IN THIS DRAWING AS A GUIDE FOR YOUR INFORMATION ONLY. WEBFORGE HAS
TAKEN REASONABLE CARE TO ENSURE THE ACCURACY OF THE INFORMATION AT THE TIME OF PRODUCTION. WEBFORGE EXPRESSLY
DISCLAIMS ALL LIABILITY WHATSOEVER FOR (INCLUDING ANY DIRECT OR INDIRECT LOSS OR DAMAGE, COSTS OR EXPENSES HOWSOEVER
INCURRED BY ANY PERSON) RELIANCE ON THE WHOLE OR ANY PART OF THE INFORMATION CONTAINED IN OR OMITTED FROM THIS
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NOTES:
 
1. CUSTOMER TO NOMINATE PREFFERED FOOTING / FIXING (IN GROUND, PLATFORM & SIDE MOUNT).
2. CUSTOMER TO NOMINATE PREFFERED RAIL SIZE - 32NB STANDARD SYSTEM OR 40NB HEAVY 

SYSTEM.
3. PROTECTION TREATMENT AND PAINT SYSTEMS TO BE IN ACCORDANCE WITH CLIENT 

REQUIREMENTS.
4. ALL POSTS TO BE 40NB (48.3 OD, 3.2 THICK) GALVANISED STEEL TUBE.
5. ALL HORIZONTAL RAILS TO BE ROLLED TO MATCH SHAPE OF PATH IF RADIUS IS LESS THAN 14m. 
6. BARRIER DESIGNED TO MEET RECOMMENDATIONS FOR SHARED PATH BARRIER AS OUTLINED IN 

AUSTROADS GUIDE TO ROAD DESIGN PART 6A - PATHS FOR WALKING AND CYCLING.
7. STANDARD MONOWILLS LINK VELOCITY FULL BARRIER DESIGNED TO MEET BARRIER TYPE C3 

AS/NZS 1170.1:2002 (R2016) 
8. ALL WELDS TO BE 4MM C.F.W. (CONTINUOUS FILLET WELDS) TO AS/NZS 1554.1.
9. PREFERRED COLD GALVANISING TREATMENT FOR IN-SITU WELDS, CUT ENDS OR OTHER BARE 

STEEL TO BE IN ACCORDANCE WITH AS/NZS 4680:2006 CLAUSE 8 REPAIR PROCEDURE. 
10. ALL CONCRETE TO BE GRADE N25 OR AS CLIENT SPECIFIED.
11. POSTS INSTALLED IN EXISTING BRIDGE/CULVERT CONCRETE TO BE GROUTED INTO Ø90mm HOLE 

WITH 1:3 CEMENT MORTAR BY VOLUME AFTER THEY HAVE BEEN CAREFULLY ALIGNED. 
12. THESE FENCES ARE INTENDED AS A PEDESTRIAN BARRIER AND ARE NOT TO BE USED IN 

SITUATIONS WHERE MOTOR VEHICLES REQUIRE RESTRAINT.
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1 HR TERMINATION AND SECTION LETTERS REVISED 23/07/21 AJM
0 ISSUED FOR PUBLICATION 05/02/21 MDG

REV DESCRIPTION DATE DRAWN

NOTES:
 
1. CUSTOMER TO NOMINATE PREFFERED FOOTING / FIXING (IN GROUND, PLATFORM & SIDE MOUNT).
2. CUSTOMER TO NOMINATE PREFFERED BARRIER SIZE - 32NB STANDARD SYSTEM OR 40NB HEAVY 

SYSTEM.
3. ALL POSTS TO BE 40NB (48.3 OD, 3.2 THICK) GALVANISED STEEL TUBE.
4. ALL HORIZONTAL RAILS TO BE ROLLED TO MATCH SHAPE OF PATH IF RADIUS IS LESS THAN 14m.
5. BARRIER DESIGNED TO MEET FUNCTIONAL REQUIRMENTS OF AS/NZS 1428.1:2009 - DESIGN FOR 

ACCESS AND MOBILITY
6. STANDARD MONOWILLS LINK DISABILITY BALUSTRADE DESIGNED TO MEET BARRIER TYPE C3 

AS/NZS 1170.1:2002 (R2016)
7. BARRIER DESIGNED TO MEET NCC 2016 BCA BARRIER REQUIRMENTS TO PREVENT FALLS
8. AS PER AS/NZS 1428.1:2009 HANDRAIL TO BE UNBROKEN & CONTINUOUS WITHOUT HAND 

OBSTRUCTION AND TERMINATION MUST EXTEND 300MM PARALLEL TO SURFACE BELOW
9. PREFERRED COLD GALVANISING TREATMENT FOR IN-SITU WELDS, CUT ENDS OR OTHER BARE 

STEEL TO BE IN ACCORDANCE WITH AS/NZS 4680:2006 CLAUSE 8 REPAIR PROCEDURE. 
10. PROTECTION TREATMENT AND PAINT SYSTEMS TO BE IN ACCORDANCE WITH CLIENT 

REQUIREMENTS.
11. ALL CONCRETE TO BE GRADE N25 OR AS CLIENT SPECIFIED.
12. POSTS INSTALLED IN EXISTING CONCRETE TO BE GROUTED INTO Ø90mm HOLE WITH 1:3 CEMENT 

MORTAR BY VOLUME AFTER THEY HAVE BEEN CAREFULLY ALIGNED. 
13. THESE FENCES ARE INTENDED AS A PEDESTRIAN BARRIER AND ARE NOT TO BE USED IN 

SITUATIONS WHERE MOTOR VEHICLES REQUIRE RESTRAINT.

DRAWING DISCLAIMER:
WEBFORGE PROVIDES THE INFORMATION CONTAINED IN THIS DRAWING AS A GUIDE FOR YOUR INFORMATION ONLY. WEBFORGE HAS
TAKEN REASONABLE CARE TO ENSURE THE ACCURACY OF THE INFORMATION AT THE TIME OF PRODUCTION. WEBFORGE EXPRESSLY
DISCLAIMS ALL LIABILITY WHATSOEVER FOR (INCLUDING ANY DIRECT OR INDIRECT LOSS OR DAMAGE, COSTS OR EXPENSES HOWSOEVER
INCURRED BY ANY PERSON) RELIANCE ON THE WHOLE OR ANY PART OF THE INFORMATION CONTAINED IN OR OMITTED FROM THIS
DRAWING. WEBFORGE RESERVES THE RIGHT TO MAKE TECHNICAL CHANGES WITHOUT NOTICE.
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Over 20 Systems in
Webforge Locker’s Barrier 
Selector Tool

Disability Access

Shared Paths

Civil Wingwalls

AS5100 Pedestrian Barrier



Barriers & Balustrades
•    AS5100 Pedestrian Barriers

•    AS5100 Perf Balustrade

•    DDA Public Egress Stair Handrail

•    DDA Public Wheelchair Ramps

•    AS5100 Integrated Folded Aluminium Balustrade  
 Panels with Handrail (R&D)

Architectural Screens
•    Perforated Metal

•    Expanded Metal

•    Woven and Welded Wire

•    Laser Panels

Anti-Throw & 
Anti-Climb Screens
•   Anti-Climb incorporated into barrier systems for  
     walkways, ramps and footbridges

•   Anti-Throw facades

Consolidate multiple suppliers with 
Webforge Locker pre-engineered systems

Webforge Locker provides an 
all-in-one supply solution giving 
customers peace of mind



AS5100 Pedestrian Barriers 
designed to meet load and 
deflection requirement 
AS5100.2 Clause 12

Private Percy Cash Bridge
Samford Valley , QLD
Incorporating multiple pre-engineered Barrier Systems
Monowills Link Velocity 3 Rail
Monowills Barrier AS5100 



Footbridges with Anti-Throw Screens

Waurn Ponds, Melbourne
Pedestrian Access Footbridge

Reid Park Townsville
Pedestrian Footbridge 
Architectural Screens, 
QLD Rail

Kingsthorpe, Queensland
Pedestrian Bridge Overpass

Perforated Metal Transit Mesh



13 manufacturing and distribution facilities spanning 
ANZ, SE Asia, India and China.

These key manufacturing and distribution sites are 
strategically located to best serve our customers with 
all their product and service needs

Webforge Locker also have an established network of 
quality partners, accredited finishers – powder coating, 
anodising and galvanising.

Manufacturing 
Capacity & Footprint 

Webforge Locker

Phone: 1800 635 947
e: wlcustomerservice@valmont.com 
www.webforge.com.au           
www.locker.com.au

Webforge Locker NZ

Phone: 0800 825 837
e: wlcustomerservice@valmont.com
www.webforge.co.nz
www.lockernz.co.nz


